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A1MMS-01

Material: Copper Phosphors, Stainless Steel 304 /316, Mill Finish Only
Max Width: 4mt 
Mesh is Available with Cables and Rods of Varying Thickness.
Weight is Dependent on the Thickness of the Cable and Rod.
Type: Flexible, One Direction
Form: Roll
Applications: Cladding, Screens, Infill Panels, Cabinet Joinery, Facade, Interior Decoration
Fixing Methods: Angle, Cap, Flat Bar-Or Tensioned For More Information Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-02

Material: Copper Phosphors, Stainless Steel 304 /316, Mill Finish Only
Max Width: 4000mm
Mesh Is Available With Cables And Rods Of Varying Thickness.
Weight Is Dependent On The Thickness Of The Cable And Rod.
Type: Roll
Applications: Cladding, Screens, Infill Panels, Facade, Interior, Cabinet Joinery, Celling
Fixing Methods: Angle, Cap, Flat Bar-Or Tensioned For More Information Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-03

Material: Copper Phosphors, Stainless Steel 304 /316, Mill Finish Only
Max Width: 4000mm
Cable Dia: 0.45mm X 3 Cable Pitch: 3.5mm
Rod Dia: 0.5mm         Rod Pitch: 1.6mm
Approx. Weight: 2.3 Kg/M2

Type: Roll, Sheet, Panel
Application: Cladding, Screens, Infill Panels, Cabinet Joinery, Facade, Divider, Glass Infill. 
Fixing Methods: Angle, Cap, Flat Bar-Or Tensioned For More Information Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-04

Material: Stainless Steel 304/316, Mix Metal Stainless Steel and Brass
Max Width: 4000mm
Mesh is Available with Cables and Rods of Varying Thickness Steel
Weight is Dependent on the Thickness of the Cable and Rod
Type: Panel, Sheet
Application: Cladding, Screens, Infill Panels, Facade, Interior, Joinery
Fixing Methods: Angle, Cap, Flat Bar-Or Tensioned For More Information Contact A1 Metal 
Mesh Screens
Stock Status please check on our website.
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 A1MMS-05

Material: Stainless Steel, Brass
Max Width: 3000mm
Cable Dia: 2.5mm X 1 Cable Pitch: 6mm
Rod Dia: 2m Rod Pitch: 8mm
Approx. Weight: 9.8 Kg/M2

Type: Panel, Sheet, Roll
Application: Cladding, Screens, Infill Panels, Ceilling, Cabinet Joinery, Façade, Interior 
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamation Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-06

Material: Stainless Steel, Brass
Max Width: 2400mm
Cable Dia: 2mm X 1 Cable Pitch: 17.5mm
Rod Dia: 1.5m Rod Pitch: 1.5mm
Approx. Weight: 11 Kg/M2

Type: Panel, Sheet
Application: Cladding, Screens, Infill Panels, Cabinet Joinery, Facade, Interior
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamation Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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A1MMS-07

Material: Stainless Steel, Brass
Max Width: 2400mm Length: 30mt
Warp Dia: 1.2mm X 1 Warp Pitch: 5mm
Weft Dia: 1.2mm Weft Pitch: 5mm
Approx. Weight: 3.66 Kg/M2

Type: Panel, Sheet, Roll
Application: Balustrades, Infill Panels, Façade, Interiors, Cladding, Privacy Screen, Cabinet 
Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 

Mesh Screens.
Stock Status please check on our website.
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 A1MMS-08

Material: Stainless Steel 304, Stainless Steel 316, Mild Steel, Galvanised, Mill Finish, Powder 
Coated
Max Width: 2400mm
Warp Dia: Warp Pitch: 
Weft Dia: Weft Pitch: 
Approx Weight: 
Type: Roll, Panel, Sheet, Roll
Application: Balustrades, Infill Panels, Façade, Interiors, Cladding, Privacy Screen, Cabinet 
Joinery 
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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A1MMS-09

Material: STAINLESS STEEL 304, STAINLESS STEEL 316, Mild Steel, Galvanised, Mill Finish, 
Powder Coated
Max Width: 2400mm
Warp Dia: 1.2mm X 2 Warp Pitch: 17.5mm
Weft Dia: 2mm Weft Pitch: 4mm
Approx Weight: 7.4 Kg/M2

Type: Rigid, Panel, Sheet
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Cabinet 
Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-10

Material: Stainless Steel 304, Stainless Steel 316, Mild Steel, Galvanised, Mill Finish, Powder 
Coated
Max Width: 2400mm
Warp Dia: 2mm Warp Pitch: 32mm
Weft Dia: 2mm Weft Pitch: 4.5mm
Approx Weight: 6.44 Kg/M2

Type: Panel, Sheet, Roll
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Cabinet 
Joinery 
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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A1MMS-11

Material: Stainless Steel 304, Stainless Steel 316, Galvanised, Mill Finish, Powder Coated
Max Width: 2000mm
Warp Dia: 2.75mm X 2 Warp Pitch: 40mm
Weft Dia: 4mm Weft Pitch: 14.5mm
Approx Weight: 9.41 Kg/M2

Type: Panel, Rigid
Applications: Cladding, Infill Panels, Facades, Balustrades, Interior, Cabinet Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-12

Material: Mild Steel, Galvanised Finish, Stainless Steel304, Stainless Steel316 Electro 
Polished, Powder Coated
Max Width: 3000mm  Max Length: 30mt
Warp Dia: Warp Pitch: 
Weft Dia: Weft Pitch: 
Approx Weight: 9.8 Kg/M2
Type: Rigid, Sheet, Panel
Applications: Security, Balustrades, Cladding, Infill Panels, Facade, Cabinet Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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A1MMS-13
Material: Stainless Steel 304, Stainless Steel 316, Mixed Metal Stainless Steel And Brass 
Max Width: 2400mm
Warp Dia: 1.51 X 0.81mm Warp Pitch: 7.6mm
Weft Dia: 2mm X 4 Weft Pitch: 9mm
Approx Weight: 8.2 Kg/M2

Type: Rigid, Panel, Sheet
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Cabinet 
Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-14
Material: Stainless Steel 304, Stainless Steel 316 
Max Width: 1800mm
Warp Dia: 1.5mm Warp Pitch: 4.95mm
Weft Dia: 2.7 X 1.6mm Weft Pitch: 2.7mm
Approx Weight: 16.1 Kg/M2

Type: Rigid, Sheet, Panel
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Cabinet 
Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-15

Material: Stainless Steel 304, Stainless Steel 316
Max Width: 1800mm
Warp Dia: 1.5mm X 1 Warp Pitch: 5mm
Weft Dia: 2.5mm Weft Pitch: 3mm
Approx Weight: 16.1 Kg/M2

Type: Rigid, Panel, Sheet
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Cabinet 
Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-16
Material: Stainless Steel 304/316, Galvanised
Max Width: 1800mm
Warp Dia: Warp Pitch: 
Weft Dia: Weft Pitch: 
Approx Weight: 
Type: Rigid, Panels
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Cabinet 
Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-17

Material: Stainless Steel 304/316/316l
Max Width: 1800mm
Flat Wire: 7mm X 1mm
Flat Wire Pitch: 9mm
Approx Weight: 12.6 Kg/M2

Type: Rigid, Panel
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Cabinet 
Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Information Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-18

Material: Stainless Steel 304, Stainless Steel 316, Galvanised Wire 
Max Width: 2400mm Length: 30mt
Warp Dia: 2.5mm Warp Pitch: 15mm
Weft Dia: 2.5mm Weft Pitch: 15mm
Approx Weight: 5.3 Kg/M2

Type: Rigid, Sheet, Panel, Roll
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Cabinet 
Joinery 
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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A1MMS-19
Material: Stainless Steel 304, Stainless Steel 316, Galvanised,Brastainless Steel,  Mill Finish, 
Powder Coated
Max Width: 2000mm
Warp Dia: 2.75mm X 2 Warp Pitch: 40mm
Weft Dia: 4mm Weft Pitch: 14.5mm
Approx Weight: 9.41 Kg/M2

Type: Panel, Rigid
Applications: Cladding, Infill Panels, Facades, Balustrades, Cabinet Joinery, Interior, Celling
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-20

Material: Stainless Steel 304, Stainless Steel 316
Max Width: 2400mm
Warp Dia: 3.4 X 1.1mm Warp Pitch: 6.6mm
Weft Dia: 3.4 X 1.1mm Weft Pitch: 6.6mm
Approx Weight: 11.55 Kg/M2

Type: Rigid, Panel
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Cabinet Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal Mesh 
Screens.

Stock Status please check on our website.
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 A1MMS-21

Material: Stainless Steel 304/316, Brass, Mixed Metal, Painted 
Max Width: 2400mm
Flat Wire: 3mm X 1.5mm Flat Wire Pitch: 5mm
Approx Weight: 11.5 Kg/M2

Type: Rigid, Panels
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-22

Material: Aluminium Alloy, Stainless Steel 304/316
Max Width: 2400mm
Warp Dia: 3 X 0.9mm Warp Pitch: 16mm
Weft Dia: 3 X 1mm Weft Pitch: 5.48mm
Approx Weight: 3.5 Kg/M2

Type: Rigid, Panel
Application: Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-23

Material: Stainless Steel 304/316, Mild Steel, Galvanised, Painted Or Powder Coated
Max Width: 2400mm
Warp Dia: 2 X 1.2mm              Warp Pitch: 5mm
Weft Dia: 2mm Weft Pitch: 5mm
Approx Weight: 8.74 Kg/M2

Type: Rigid, Panel
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Joinery 
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-24

Material: Stainless Steel 304/316
Max Width: 1800mm
Warp Dia: 4 X 1mm X 3 Warp Pitch: 50mm
Weft Dia: 2mm Weft Pitch: 4mm
Approx Weight: 8.3 Kg/M2

Type: Rigid, Panel
Application: Balustrades, Infill Panels, Facade, Interiors, Cladding, Privacy Screen, Joinery
Fixing Methods: Angle, Cap, Flat Bar Or Tensioned For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-25

Material: Aluminium Alloy, Stainless Steel 304/316, Painted
Max Width: 6m 
Wire Dia: 1.2mm (Available In Different Thickness)
Wire Aperture: 4mm (Available In Different Aperture) 
Approx Weight:  1.2kg/M2

Type: One Direction Flexible
Application:  Curtains, Facade, Interiors, Cladding, Privacy Screen, Ceilings
Fixing System: Angle, Cap, Flat Bar, Tension Fixing System, Curtain Screw For More 
Inforamtion Contact A1 Metal Mesh Screens.
Stock Status please check on our website.
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 A1MMS-26

Material: Aluminium, Painted, Anodized
Max Width: Any
Size: 12mm
Approx Weight:
Type: Flexible
Application: Curtain, Privacy Screen
Fixing Methods: Angle, Flat Bar Or Extruded Profile For More Inforamtion Contact A1 Metal 
Mesh Screens.
Stock Status please check on our website.
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 A1MMS-27

Material: Stainless Steel 304/316 Flat Wire, Galvanised Wire, Painted
Max Width: 6000mm
Weight: 
Type: One Direction Flexible
Application: Curtains, Facade, Interiors, Cladding, Privacy Screen, Ceilings
Fixing System: Angle, Cap, Flat Bar, Tension Fixing System, Curtain Screw For More 
Inforamtion Contact A1 Metal Mesh Screens.
Stock Status please check on our website.
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Contact Details

A1 Metal Mesh Screens
Unit-3 No 16-17, Hammer Court,

Hoppers Crossing, VIC 3029
Web:  www.a1metalmeshscreens.com  

Email:  info@a1metalmeshscreens.com 
Ph:      +61-3 8714 9658
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